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Advanced Building Products  

Veneer Vent® System for Drainage and Ventilation 

Product Guide Specification 

PART 1 - GENERAL 
1.1 1.1 Section Includes 

A. Exterior cladding rainscreen system. 
1.2 1.2 Related Requirements 

A. Section 04 05 23 - Masonry or veneer stone accessories. 
B. Section 07 - Flashing and weeps. 
C. Section 09 - Rainscreen accessories for entangled mesh rainscreen systems. 

1.3 1.3 Submittals 
1.4 Comply with Section 01 33 00 - Submittal Procedures. 
1.5 Product Data: Submit manufacturer’s product data, including preparation and 

installation instructions. 
1.6 Samples: Submit manufacturer’s sample of rainscreen, for review and approval. 
1.7 Manufacturer’s Certification: Submit certification that materials comply with specified 

requirements and are suitable for the intended application. 
1.8 Warranty Documentation: Submit manufacturer’s standard warranty. 
1.9 1.4 Quality Assurance 
1.10 Manufacturer Qualifications: Manufacturer shall be regularly engaged in supplying wall 

cladding products like those specified. 
1.11 Vent tracks for rainscreen drain mats shall be tested to ASTM E2273 and ASTM E2925. 
1.12 1.5 Delivery, Storage, and Handling 

Delivery and Acceptance Requirements: Deliver materials to the jobsite in manufacturer’s original, 
unopened containers and packaging, with labels clearly identifying the product name and 
manufacturer. 

Specifier Notes: Edit submittal requirements as required. Delete submittals not required. 
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1.13 Store and handle materials in accordance with manufacturer’s instructions. 
1.14 Keep materials in manufacturer’s original, unopened containers and packaging until 

installation. 
1.15 Store materials in a clean, dry indoor area. 
1.16 Protect materials during storage, handling, and installation to prevent damage. 

PART 2 - PRODUCTS 

2.1 Manufacturer 
Veneer Vent® System shall be supplied by Advanced Building Products or a pre-approved equal. 

2.2 Materials 
Products shall be produced from exterior-grade PVC meeting ASTM D1784 and ASTM D4216, cell 
class 13244C. Colors shall be as specified on the drawings; default color shall be paintable white 
PVC. 

2.3 Accessories 
Top Vent: Accessory designed to align vent slots with the entangled mesh drainage mat to permit 
convective airflow and pressure equalization. Install at the top of the wall, under the soffit, or at 
other appropriate termination locations. 

Bottom Vent: Accessory designed to align with the entangled mesh drainage mat to permit 
drainage efficiency and convective ventilation. 

PART 3 - EXECUTION 

3.1 Top Vent Installation 
Install the Top Vent with the top flange abutting the soffit or aligned with the top edge of the vertical 
wall. Attach the vent over the first weather-resistant barrier at the top of the wall using fasteners 
specified in ASTM C1861, Table 3, spaced approximately 7 inches on center. After installation, 
place the entangled mesh drain mat over the attachment flange and align it with the vent slots. 

3.2 Bottom Vent Installation 
The Bottom Vent attachment flange is 3.5 inches long and qualifies as a code-approved foundation 
weep screed. Align the Bottom Vent on the wall so the attachment flange bridges the foundation 
and framed surfaces, with the bottom of the vent 2 inches above paved surfaces or 4 inches above 
grade. Use fasteners compliant with ASTM C1861, Table 3, and fasten approximately 7 inches on 
center along the flange. Place both weather-resistant barriers over the attachment flange and align 
the drain mat with the slots in the Bottom Vent accessory. 

END OF SECTION 
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